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INSTALLATION INSTRUCTIONS
843-LED Wall Sconce
WS-84320 / WS-84334

HARDWARE 

���������������
Phone (800) 526.2588
Fax       (800) 526.2585

���������������������������������
�����
44 Harbor Park Drive  
Port Washington, NY 11050


�����	�������������
�����
1600 Distribution Ct
Lithia Springs, GA 30122

��������������������
������ 
1750 Archibald Avenue  
Ontario, CA 91760

���������������������������������������������������������������������������������������������������������������������
������������	������	�����

�������������������������������
��	�������������������
����������������������
������������	�������������������
�����������������������������������������������
�������������
����������������������������������������������������������������������	������������������������������������������������������������
�����������������������������������������������������������������������������������������������������
����������������������������������������������������
��������������������

��������� ���������
������������������������������������������������������������������������������������	������������������������������
��������������������������������������������
��������������������������������������������������������������	���������������������������
���
������������������������������������������������
���������	�������������	��������������������������������������������
�������������������
������������
��������
�������

�������������������������������������
���������
�������������������������������������������������

��������������
���������������
������������������������������������������������������������	��	�����	������	��������

�� ����������������������������������������������������������������������������������
���������������������������

������
����������������������������������������������������������
����������������
�������������������������������������������������������
�
�����������������������������������������������������
��������� ����
�������������
�����������
�������������������
�����������������
������������������������������������������������
���������������

�����������������������������������������������������

����������������������������������������������������������������������������
����
�����������������������������������������������������������������������������������������
����
��������������������������������������������
��������������������������
������������������������

������������������
��������������������������
������������������������������
��������������������������������������������������������������������������������
��������������������

������

��������������������������������������������������������������
�����������
�������������������������������
����������������

�������

Wire Connector
Qty: 3pcs+1 Extra

A

Anchor Screw 
Qty: 2pcs+1 Extra

Plastic Anchor 
Qty: 2pcs+1 Extra

Back Plate Screw
Qty: 1 Extra

B DC
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Fig. 1
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Fig. 2 Wiring
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PREPARATION
1.     Shut o� the power at the circuit breaker and remove existing �xture, including the crossbar.
2.     Carefully unpack your new �xture and lay out all the parts in a clear area. Be careful not to lose any small parts necessary for installation. 
MOUNTING WAll PLATE  (Fig. 1)
3.     Remove the back plate screws (B) from the wall plate. 
4.     Drill holes in the wall aligned with the outer key holes in the mounting plate. Install the plastic anchors (D) into the wall.
5.     First, secure the wall plate to the junction box using the original junction box screws. Second, fasten the wall plate to the wall using 
         anchor screws (C). 
         (i)   It is recommended to use only original junction box screws or replacements provided by junction box manufacturer. 
         (ii)  The side of the wall plate marked “GND” must face out towards the installer. 
WIRING FIXTURE (Fig. 1，Fig. 2) 
6.     Attach the �xture to the wall plate using a safety cable as shown (Fig. 1). This secures the �xture and aids in wiring.
7.     Connect the driver’s input wires to the junction box wires as shown in Fig. 2 using wire connectors (A) provided . Ensure wire connectors 
         are secured. Connect the �xture’s ground wire to the ground in the junction box; this will be either a green wire or a bare copper wire.
         After �xture is wired to house wires, tuck wires carefully inside the junction box. 
8.     If using a dimmer with this �xture, wire dimmer connections at this stage per section titled “(OPTIONAL) DIMMER WIRING INFORMATION.”
COMPLETING THE INSTALLATION (Fig. 1)  
9.     Mount the �xture against the wall plate and secure using the back plate screws (B) .  
(OPTIONAL) DIMMER WIRING  (Fig. 3)
-       This �xture features electronic low voltage (ELV or TRAIC) or 0-10V dimming capabilities. See notes below for speci�c  dimming wires
         information.
-       To utilize ELV or TRAIC dimming: connect house wires as normal, using black (live), white (neutral) and house green wire or bare copper 
         wire (ground). Do not use dimmer wires on driver for ELV or TRAIC dimming. 
-       To utilize 0-10V dimming: use dimmer wires purple (dim+) and pink or gray (dim-) from driver and connect to corresponding wires in
         junction box. Connect house wires as normal. 
-       NOTE: Make sure to connect 0-10V prior to powering up the �xture in order to allow the 0-10V dimming to function properly.
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